
VISUAL MATCHING
SERVER 64 CH

FEATURES & FUNCTIONS:

Accepts up to 16 MP uploaded images for comparison.

Accepts up to 64 MP cameras for real-time computing and comparison.

1-to-1 visual matching for identity confirmation.

Blacklist alarm supports 300K blacklist targets.

Stores 1 million captured images.

Visual matching and blacklist comparison, identify confirmation, blacklist alarm, and independent 

mode support.
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Resolution Up-to 16MP, at least 102*126 

FACE PICTURE 

Format JPG, JPEG 

SPECIFICATIONS:

MODEL VISUAL MATCHING SERVER 64 CH

FACIAL MODELING CAPABILITY

Speed of Facial modeling
and analysis 80 Pic/Sec 

CHANNEL ACCESS 

Access Face Recognition
Camera 64-ch



SPECIFICATIONS:
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MODEL VISUAL MATCHING SERVER 64 CH

FACE PICTURE 

BLACKLIST 

Size Up-to 8MB 

Face Pixels Pupillary distance:40-300 pixels  (60 pixels is recommended) 

Deflection Angle 
Up and down deflection maximum 25 degrees, recommend 15 degrees,
left and right deflection maximum 45 degrees, recommend less than 25 

Pure 1V1 Comparison
Performance (Only jpg) 

Comparison Speed 

Up to 300K targets, Up to 16 libraries Capacity 

Within 3 seconds (300K targets in blacklist) 

FACE PICTURE COMPARISON

1v1 comparison takes up to 1 second with full system load 

32 pairs/sec 

Response Time

DATA STORAGE 

Retrieval Capability Within 5s (1 Million Pictures) 

Picture Storage Performance 1Million face pictures 

ANALYSIS BOARD

CPU 1*Intel E3 

Memory 32GB 

HDDs Embedded 1* 960GB SSD 

MSATA Embedded 1*30GB/32GB 

GPU Memory 64GB 
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USB 
4*USB3.0 interface
2*USB2.0 interface

EXTERNAL INTERFACE 

VGA 1

Network 4*1000M adaptive interface 

Chassis 
9 in-ch rack-mounted 1U chassis； 
Dimension: 439mm（Width）× 591mm（Depth）× 44mm（Height）

GENERAL 

Rated Power 400W 

Power Hot swappable 1+1 redundant power module 

SPECIFICATIONS:

MODEL VISUAL MATCHING SERVER 64 CH


